
BNP-160 with reclaimer and dust collector

BNP 160 Tumble Basket Blast Cabinet
Small
Capacity
Tumble
Basket for
Production
Jobs

BNP 160 Tumble Basket Blast Cabinet
A production suction-type blast cleaning machine with a small footprint, The BNP-160 fits nicely in the work flow stream

helping to eliminate unnecessary handling or worker movement. For small occasional batches or use up to 8 hours per day,
the BNP-160 features a 2-gallon tumble basket for processing up to 25 pound loads. It has reclaimer for media cleaning and
reverse-pulse collector, which pulses with every basket revolution. The unit is equipped with easy set-it and forget-it 60
minute timer. The BNP-160 is suitable for most fine mesh blast media.

• Cleaning castings
• Finishing steel, stainless steel, aluminum,
    brass and other metals
• Removing burrs, parting lines, defects from

castings and injection-molded parts
• Shot peening springs, journals, bearings,

valve stems, tools for strength enhancement
and reliability

• General cleaning and surface preparation

Applications: 

BNP-160 Tumble Basket and ZERO #5 gun
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Specifications:
Cabinet Dimensions ........................ 29” wide x 27” deep x 60” high
Overall Space Requirements ........... 37” wide x 42” deep x 66.5” high
Door Size......................................... 12” x 12” exterior; 11” x 11” opening
Basket Capacity............................... 2 gallons
Basket Load Limit ........................... 25 lbs
Basket Dimensions ......................... 8” long x 9” diameter
Tumble Drive................................... 2 rpm
Blast Gun......................................... 1 - #5 ZERO gun
Air Consumption ............................. 33 cfm @ 80 psi
Minimum Air Supply ...................... 1/2” NPT
Reclaimer......................................... 100 cfm
Dust Collection................................ 100 cfm reverse-pulse cartridge
Electrical Supply ............................. 115v/1ph/60hz


